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1615 Flexible wall wash light
Data Sheet

Using silicone extrusion process, 16*15Mini size design
Multi-angle selection. 30°.60°. 30x45°

Anti-yellowing, high temperature resistance, corrosion resistance,
weak acid and alkali resistance

wall washing high irradiation, good effect, uniform light, no color difference,

Food-grade environmentally friendly silicone material.

Waterproof grade IP67 e 5years warranty

Technologies Applicatio

« This product is suitable for engineering projects, outdoor lighting,

* ON/OFF o ) AR
buildings, hotels, shopping malls, and other decorative lighting purposes.
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Recommended Accessories
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Side exit Bottom Exit Direct Exit Endcap Clip cable
end cap end cap End cap
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Product Specifcations

P/N LED CCT CRI LED LUMENS VF. Current ~ Power Cutlength MaxRun
Quantity K [EY)] Cim/m> (4% (mA/M) (W/M) (MM) (M)
2700 1150
3000 1150
RL-FV2412048283512-830-FWD1615 2835 80/90 36 24 500 12 41.67 5
4000 1200
6500 1200
Other Specifications
Protection grade P67
Working temperature (°C) —25~+60
Standard length (°C) —25~+70
Maximum cascade length(m) 5

Maximum cascade length (M)

weight /

Remark

« The test environment temperature is 25+2°C;

« The above data are typical values, the actual parameters of the product may be different from the typical data; the data is subject
to change without notice;

«The above "/" means that this parameter is not required for the time being.

Applied Standards

LISTED Intertek
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Installation

Note :Due to the different types and attributes of neon lights, please refer to the, line
marks forthe bending radius

Bending Direction & Min. radius

Luminous surface

Mounting with aluminium profiles

Install with the screws provided. Do not use screws of othertypes or sizes that do not
meet requirements.

@ Install correctly

M3 Screw PA Screw

Aluminium Channel M3 screw x 3 (not included) Q E‘ ﬂ@

1 Use M3 screw every 200mm 2
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Schematic diagram of electrical connection

Monochrome temperature wiring diagram 1: Power + lamp belt connection mode

[o] [0]

ACINPUT:220V
DCOUTPUT:24V
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Package

Reel Electrostatic bag

Packing completed

Note :The above-mentioned packaging quantity and weight are only for the packaging
method shown in the figure. There will be differences in the number and weight
of packaging for other packaging methods, and the actual product shall prevail.

www.rel ight—tech .com 2025 Relight TECHNOLOGIES.ALL RIGHTS RESERVED.

Relight Technology Co.,Ltd 04



Specialized
LED Strip Manufacturer

Shenzhen
Relight Technology Co.,Ltd

Tel: 86 0755 3369 1713

6th Floor, Building A, Guancheng IndustrialPark,Gongming Town, Web: www.relight-tech.com

Guangming District, Shenzhen, China ;
E-mail: Sales@relight-tech.com
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